
HOT AIR GENERATOR

HOT AIR BLOWERS 

Tests 
Visual 

Input 

High Voltage 

Insulation Resistance as per

IS 302 

Available Models
Type HAB (Rapid Cool Air Blower
Heaters) 

Type HAU (Rapid Cool Air Blower

Heaters) 

Technical Specifications
The Electric Finned air Elements, Blower,
electric motor. 
All equipments are totally installed in box
type unit
The units are moving grill on front side. 
The units are wire guards on rear side. 

Web :- rapidcool.co.in

Address :-
E-Mail ID :-

Phone No. :-

B-151, Block B, Mayapuri Industrial Area Phase I, Mayapuri, New Delhi, 110064
info@rapidcool.co.in, sales@rapidcool.co.in 
+91-9971998827, +91-9971998830, +91-9278366455  

Cat. No Specifications CM/H RPM Approx. Temp. Rise

HAB06 6.0 Kw / 415V-3PH-AC-50Hz 2450 900 06°

HAB09 9.0 Kw / 415V-3PH-AC-50Hz 2450 900 13°

HAB12 12.0 Kw / 415V-3PH-AC-50Hz 2450 900 15°

HAB18 18.0 Kw / 415V-3PH-AC-50Hz 2450 900 20°

HAB24 24.0 Kw / 415V-3PH-AC-50Hz 2450 900 30°

HAB30 30.0 Kw / 415V-3PH-AC-50Hz 2450 900 40°
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